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COUNTY OF SAN DIEGO @ DEPARTMENT OF PLANNING AND LAND USE

BUILDING DIVISION

PATIO COVERS AND CARPORTS

(*This standard plan complies with fire-resistive construction requirements for wildland-urban interface areas.)

PATIO COVER REQUIREMENTS:

A.
B.
C.
D. Enclosure walls shall be permitted to be any configuration, provided the open area of the longer wall

m

Patio covers are one story structures not exceeding 12 feet in height.

Patio covers shall be used for recreational, outdoor living purposes and not as carports, garages,
storage rooms or habitable rooms.

Openings shall be permitted to be enclosed with insect screening.

and one additional wall is equal to at least 65% of the area below a minimum of 6’-8” of each wall,
measured from the floor.

Exterior openings required for light and ventilation shall be permitted to open into a patio structure.
However, the patio structure shall be completely unenclosed if such openings are serving as
emergency egress or rescue openings from sleeping rooms.

Where the patio cover is connected to an existing building there shall be no window, door, or other
openings under the patio cover that are greater than 6 feet wide.

Minimum distance from property line to proposed patio cover shall be 5 feet.

CARPORT REQUIREMENTS:

Carports shall be entirely open on two or more sides.
Where the carport is connected to an existing building there shall be no window, door, or other
openings under the carport that are greater than 6 feet wide.

. Minimum distance from property line to proposed carport shall be 5 feet.

GENERAL REQUIREMENTS:
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No modification shall be made to these plans unless approval is obtained.

The use of this standard plan is limited to residential occupancies and accessory structures.

This plan must be accompanied by a plot plan prepared in compliance with Plot Plan Minimum
Requirements (DPLU #090).

All work shall comply with the 2007 California Building Code as amended and adopted by the County of
San Diego.

Minimum Construction Specifications (DPLU #081) shall be used in conjunction with this plan.

Outdoor lighting shall comply with the County of San Diego Outdoor Lighting Ordinance.

Outdoor lighting fixtures shall be high-efficacy luminaires or a photo-control/motion-sensor combination.
Framing members shall be Douglas Fir-Larch #2 or better.

Fasteners for preservative treated wood shall be of hot dipped zinc-coated galvanized steel, stainless
steel, silicon bronze, or copper.

The horizontal distance from the bottom leading edge of footings to daylight shall be 7°-0” minimum.
Concrete mix for footings shall have a minimum compressive strength of . = 2,500 psi.
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@ ATTACHED PATIO COVER/CARPORT WITH ENCLOSED SOFFIT

DRIF FLASH/GRAVEL STOF

CLASS & ROLLEVTORCH-DOWHN OR BUILT-UP ROOFING "
[COMP. SHINGLES AT MIMN. 212 SLOPE) 24" MAL. OVERHANG

26 GA. GALVANIZED FLASHING STRIP
BEOUMDARY HAIL

IGHITION RESISTANT EAVE
COMSTRUCTION SHALL BE

12" CDY PLYWOOD PER DFLU #13&
2% ROOF FRAMING
PER TAELE &
_WIN. 1/4":12" SLOFE
FIBER CEMENT  / a4 BLngNG J FIBER CEMENT BEOARD WRAPPED
BOARDEOFFIT B0 BEAN PER TAGLE B
n- SEE EXPOSED MIN. 4510 OR GX8 BEAM
SEE DETAIL 1 BETAIL 2 — 120" MR, SPAN

EXISTING HEADER

200" MK,
EZISTING DOOR B-8" MIN.

MAE. & FT. OPENING STUCCO OR

CEMENTITIOUS
WRAFPED 434

I POST
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EXFOSED MIN.

gd5 POST

C T

SEE DETAIL 4

3142 CONCRETE SLAE

ATTACHED PATIO COVER/CARPORT WITH EXPOSED HEAVY TIMBER FRAMING

DRIP FLASH/GROUWEL STOF

CLUSS 8 ROLLED/TORCH-DOWWN OR BUILT-UP ROOFING
[COMP. SHINGLES AT MIN. 2112 SLOPE)

28 G, GALWAMIZED FLASHING STRIF
EOLUNDARY NAIL

24" MbE. OWERHANG

MIN. 24 TAG
MIN. 436 RAFTERS @ 32" 0.C. MAX. —
MR, SPAN 12 FT. MIN, 24 FASCLA
: : OF MO FASCIA
_MIN. 174"12" SLOPE |/
MIN. 33 BELOCKING ( ‘ \ MIN. 4310
@a-0"0.c. 4 | OREHE BEAM —
SEE 120" MAH. SPAN
SEE DETRIL 1 DETAIL 2
EXISTING HEADER
120" WA
EXISTING DOOR B8 MIN.
WAA. 6 FT. OPENING
— MIN. 36 FPOST
SEE DETAIL 4

21/2" CONCRETE SLAE
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© DETACHED PATIO COVER/CARPORT WITH EXPOSED HEAVY TIMBER FRAMING

24" MAK, OWERHANG

DRIF FLASH/GRAVEL STOF
CLASS & ROLLEDVTORCH-DOWH OR BUILT-UP ROOFING

[COMP. SHINGLES AT MIN. 2:12 SLOPE)
EOUNDLRY NAIL
MIN. 23 T&G
MIN 436 RAFTERS (@ 32" 0.C. MOE. —
M0X. SPAN 12 FT. MIN. 33 FASCIN
BEAN HANGER OR NOFASCIA
i MIN.1/4"12" SLOFE
A —— ) B
-
: EE _/\\ B oo
MIN. 3% BLOCKING
@ 4-0" O.C. \
MIN. 435 KNEE BRACES \
IN ELCH DIRECTION —
SEE DETAIL 3 DR 3a B8 MIN. 120" Mo,
—— MIN.E3E POST
a ¥ .-.‘_ ,’T-...
= %1/2" CONCRETE SLAE SEE DETAIL 4
TABLE A: MINIMUM RAFTER SIZES* TABLE B: MINIMUM BEAM SIZES*
Rafter Rafter Spacing (center-to-center) Post Rafter Span
Span Spacing 6 8 10 12
(Ft.) 127 16” 24” (Ft) Ft. Ft. Ft. Ft.
6 2x4 2x4 2x4 4 4x4 4x4 4x4 4x4
8 2x4 2x4 2x6 6 4x4 4x4 4x6 4x6
10 2x6 2x6 2x6 8 4x6 4x6 4x6 4x8
12 2X6 2x6 2x8 10 4x8 4x8 4x8 4x8
*This table shall only be used when framing is 12 4x8 4x10 4x10 4x10
protected by fiber cement board. 4x10 beams *This table shall only be used when framing is
do not need to be wrapped for protection. protected by fiber cement board. 4x10 beams
do not need to be wrapped for protection.
TABLE C: FOOTING WIDTH “W”
Post Spacing Rafter Span (Ft.)
(Ft) 6 8 10 12
4 12" 12" 12" 12"
6 12" 12" 12" 14"
8 12" 14" 14" 16"
10 14" 16" 16" 18"
12 16” 16” 18" 18"

5201 RUFFIN ROAD, SUITE B, SAN DIEGO, CA 92123 ¢ (858) 565-5920 e (888) 336-7553
HTTP:// WWW.SDCDPLU.ORG

DPLU #078 REV 05/01/2009

Page 3 of 4




ROOF GUTTER
PROVIDED WITH THE

MEANS TO PREVENT THE
ACCUMULATION OF
LEAVES AND DEBRIS

_I

A35 @32" 0.C. MIN. 2X BLOCKING PROTECTED BY A SOFFIT
OR

MIN. 3X BLOCKING IF EXPOSED

POST CAP
! 26 GA. GALVANIZED FLASHING STRIP

\ JOIST HANGER

2X LEDGER WITH (2) 38" 0 X 5” LAG SCREWS @ 16” O.C.

{MIN. 3X LEDGER FOR EXPOSED LEDGER
N WITH (2) 3/8” & X 6 LAG SCREWS)
LEDGER AT EXISTING WALL BEAM TO POST CONNECTION

PROVIDE BRACING AT ALL POSTS PER DETAILS 3 & 3A
DOST CAD
POST CAP
I_—;] | \——-—;I |
1 = MIN.5/8" @ X 14" LAG SCREW (TYP.)
13 HEIGH =~ ORMIN. 58”0 THRU-BOLT WITH 3.5"
OF POST 1:3 HEIGHT

EDGE DISTANCE FROM OUTSIDE
OFPOST EDGE OF KNEE BRACE

/% \ms MIN. KNEE . \
BRACES @ 45° 4X6 MIN. KNEE

MIN. 58" @ X 14" LAG SCREW (TYP.)

BRACES i 45°
OR MIN. 5/8” @ THRU-BOLT WITH 3.5

ECQGE MSTANCE FROM QOUTSIDE 58" @ THRU-BOLT
EDGE OF KNEE BRACE
@ KNEE-BRACE KNEE-BRACE @ CORNER
N —N—
POST — l«— posT
POST BASE POST BASE
) remworon L
o ] o I
NATURAL I NATURAL
/_ GRADE GRADE
‘| |
12 L6, 127 1IN,
] l i e ' 4{ l
le— w— BOTTOM w — _1
@ PIER FOOTING ALTERNATE CONTINUOUS FOOTING
SQUARE “W”X"W” (SEE TABLE C) (SEETABLE C)

MIN. 3X3 TRELLIS
MEMBER W/ 3-8d
TOE-NAILED

K 0 \‘n

MIN. 4X6 TRELLIS / : CLIP @ EACH

RAFTER W/
FRAMING ANGLE |0| RAFTER
o

/ \ MIN. 6X6 POST

POST CAP

OPTIONAL TRELLIS DETAIL
PROVIDE BRACING AT ALL POSTS PER DETAILS 3 & 3A
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